Quill Kit
Installation
Instructions

FAGOR %

**(ENGLISH SCREWS ARE SUPPLIED IN THE HARDWARE KIT TO MOUNT
THE READER HEAD. THE METRIC SCREWS ARE NOT NECESSARY .)**

SPACING

For M Series scales, the spacing between
the scale and the reader head

MUST be 0.040 inches (lmm). + 0.02 inches
{0 S10n)

ALIGN THE SIDES OF THE SCALE by indicating the ends and the center.
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PARTS LIST

Code # Quantity Size Description
1 1 -9:4/9.;46 /96
1 t:I #3</69. ;4#
1 649=46 -49=/69. ;4#
> 51 - .
? @9 -46
1> 51 -
> 5A -
1 , 57 - .
B , #9<46 2 #

T

Recommended Tools

7/64 Hex Key 9/64 Hex Key
5/32 Hex Key 3/16 Hex Key
Va Hex Key Screwdrivers
Wire Snips Power Drill
No. 7 Drill va-20 Tap
No. 29 Dirill 8-32 Tap
No. 21 Drill 10-32 Tap
F Drill 5/16-18 Tap
Indicator with Base 6mm Hex Key
3mm Hex Key 1.5mm Hex Key

TROUBLESHOOTING: Scale does not count. Verify spacing and alignment.
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